Am Hasenbiel 27

messeelectronic D-76297 Stutensee-Blankenloch
Germany

Ph. +49-7244-7419-0

Fx. +49-7244-7419-29

August 10", 2004

PCN 0204

Product change notification TDC-F1

Dear customer,

We want to inform you that, in compliance with the EU directives WEEE and RHS, we will switch this device from a
Non-Pb-free PQFP 160 package to a Pb-free PQFP 160 package from September/QOctober this year 2004. This
change can be followed up by a dedicated datecode.

The plating material will be Sn.

For reflow soldering the new package fullfills the following conditions:

Average ramp-up rate 3 °C/second max
(T to Te)
Preheat
- Temperature min (Tsmin) 150 °C
200 °C

- Temperature max (Tsma)
- Time [min to max] (ts)
Tsmax to To

- Ramp-up rate 1.5 - 2.5 °C/second max

60 - 120 seconds

Time maintained above

- Temperature (T) 217 °C

60 - 150 seconds

- Time (tu)

Peak temperature (T,) 260 +0/-5 °C
Time within 5 °C of actual Peak 20 - 40 seconds
Ramp-down rate 6 °C/second max.
Time 25 °C to Peak temperature 8 minutes max.

This change doesn't affect the electrical behavior and quality of the product in any way.
This change doesn’t affect the mechanical outline dimensions of the package.

With kind regards,
acam-messelectronic gmbh

Norbert Breyer

Marketing
Bank: Sparkasse Karlsruhe Volksbank Stutensee-Hardt eG Management:
BIC: 660 501 01, SWIFT: KARS DE 66 660 610 58 Augustin Braun, Andreas Larsch
Account: € 224 212 00, US$ 400-9487398 € 22990 11, US$ 102 293 019 Registergericht Karlsruhe, HRB 7682

Address: Klaiserstr. 223, D-76133 Karlsruhe Hauptstr. 76-78, D-76297 Stutensee VAT: DE 181 394 354




